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Community Development Department    33 E. Broadway Avenue, Suite 102, Meridian, ID 83642 
Phone 208-884-5533    www.meridiancity.org 

Meridian Parks and Recreation Department 
Specifications 
Streetlight 
Note: See Public Works Design Standards by the Engineering Division. 

Website: https://meridiancity.org/community-development/land/standards-
specifications-and-drawings/ 

Bollard 
Manufacturer: Holophane (Acuity Brands)  

Product: #CPBOL CI BK or CPBOL CA BK, Chesapeake Series model 

Note: CI is cast iron and CA is cast aluminum. Verify material with Parks and Recreation 
Department. 

Tree Grate 
Manufacturer: Canterbury Designs 

Product: #TGFR-6-SQ, French Tree Grate – 6’ Square, Natural Raw 

Note: See also Canterbury 6’ Square angle steel frame for mounting. 

Bench 
Manufacturer: Recycle Design 

Product: #VIC.SE.072.SM - (9876), Victoria Series 72” seat with back and arms. Black 
powder coat frame with Weathered DuraWood Slats. 

Trash Receptacle 
Manufacturer: Recycle Design 

Product: #VIC.WR.032.DOM.SM, Victoria Series 32 gallon. Black powder coat frame 
with Weathered DuraWood Slats. 

Planter 
Supplier: Summit Supply 

Product: #TF4124, 48” Round Concrete Planter W21 Weatherstone – Buff 

Note: Original product was Barkman Concrete Products, Newport Round #105418. Out 
of production. 

https://meridiancity.org/community-development/land/standards-specifications-and-drawings/
https://meridiancity.org/community-development/land/standards-specifications-and-drawings/
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Bike Rack 
Supplier: ULINE Site Furnishings 

Product: H-2892 1-Loop (single loops with parallel install preferred for two points of 
contact per bike), H-2543 3-Loop, in groundmount. Color shall be black. 

Alternate Product: Kay Park #543-1001 or 543-1002. 

 
Product or Installation Questions 
Contact City of Meridian Parks and Recreation Department at 33 E. Broadway Ave., 
Suite 206, Meridian, Idaho 83642, Phone: 208-409-1601 
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CPBOL CA
Chesapeake Cast Aluminum Bollard

Catalog Number

Notes Type

SPECIFICATIONS

General Description
The bollard shall be cast aluminum construction with a classic decorative base and body.

Materials
•	 The bollard and top shall be heavy wall, cast aluminum 

produced from certified ASTM 356.1 ingot per ASTM B175 
or ASTM B26. 

•	 The castings shall be formed true to the pattern with 
complete detail. 

•	 All exposed hardware shall be tamper resistant stainless steel. 
•	 Anchor bolts to be completely hot dip galvanized.
•	 Utilize a polyester powder coat paint to ensure maximum 

durability
•	 Rigorous multi-stage pre-treating and painting process 

yields a finish that achieves a scribe creepage rating of 8 
(per ASTM D1654) after over 5,000 hours exposure to salt 
fog chamber (operated per ASTM B117) on standard and 
RAL finish options.

•	 RAL (RALxxxxSDCR) paint colors are Super Durable Corrosion 
Resistant, 80% gloss.

Construction
•	 The non-lighted bollard shall be made from a one-piece 

casting with the cast dome top welded to the top. 
•	 All exposed welds shall be ground smooth. All welding shall 

be per ANSI/AWS D1 .2-90. All welders shall be certified per 
Section 5 of ANSI/AWS D1 .2-90.

Dimensions
•	 The non-lighted bollard shall be 3'-6.5" in height with an 

18.5" diameter base, a 7.75" diameter shaft, and a 5.5" 
tall dome top.

Installation
•	 The bollard shall be provided with four 3/4" diameter, hot 

dip galvanized L-type anchor bolts to be installed on a 13" 
bolt circle. 

•	 Two doors shall be provided in the base for anchor access.

Warranty
1 Year Limited. This is the only warranty provided and 
no other statements in this specification sheet create 
any warranty of any kind.  All other express and implied 
warranties are disclaimed. Complete warranty terms located 
at: www.acuitybrands.com/support/warranty/terms-and-
conditions

Note: Actual performance may differ as a result of end-user 
environment and application.
Specifications subject to change without notice.

Important Installation Notes:
•	 Factory-supplied templates must be used when setting 

anchor bolts. Acuity Brands Lighting will not accept claim 
for incorrect anchorage placement due to failure to use 
factory template.

•	 Acuity Brands Lighting is not responsible for the foundation 
design.

Series Material Top Style Finish Options

CPBOL Chesapeake Bollard, 
18" Dia. Base

CA Cast aluminum DTN Dome top for  
non-lighted ballard

BK Black

BZ Bronze

CMC Customer matching color

CTBS Standard color to be selected

DB Dark Blue

GN Green

GH Graphite

GR Gray

PP Prime Painted

RALxxxxSDCR RAL Super Durable Corrosion Resistant, 
80% Gloss Paint, replace xxxx with 
RAL number.

SL Silver

WH White

EB35X 1 Eyebolt (for chain by others)
DBB Factory Attached Direct Burial Base
FGB Receptacle in base with wet location 

cover.

NOTES 
1.	 3 35 = Eyebolt height in inches from grade level 

Y = Orientation by code (A,B, C or D) 
A = 0 degrees  (Handhole at 0 degrees) 
B = 90 degrees counterclockwise 
C = 180 degrees counterclockwise 
D = 270 degrees counterclockwise

Accessories: Order as separate catalog number. 

ADBB2 R5 Direct burial base.
AB-31-4 Anchor bolts
TMP-87 Template

 

ORDERING INFORMATION	 Example:  CPBOL CA DTN BK

http://www.holophane.com
mailto:techsupportinf%40acuitybrands.com?subject=
http://www.acuitybrands.com/support/warranty/terms-and-conditions
http://www.acuitybrands.com/support/warranty/terms-and-conditions
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CPBOL CA
Chesapeake Cast Aluminum Bollard

DIMENSIONAL DATA

5.5"

37"

Ø18.5"

5" x 7" x 3" H.
Door Opening for

Anchorge and
Wiring Access
(2 per bollard)

Eyebolt
(optional)

DTN Dome Top for
Non-Lighted Bollard

DTL Dome Top
for Lighted Bollard

10"
Ø8" Acrylic Lens

Porcelain Socket

H.I.D Ballast
Components Ø 7.75"

(4) 1/4" Sock.
Set Screws

Low Brightness
Reflector 

ANCHORAGE GUIDE

3"

Ø 3/4" Hot Dip
Galvanized L-type
Anchor Bolts (4 per bollard)9.2"

10" Dia.
Opening

13" Dia.
Bolt Circle

Door
Opening

http://www.holophane.com
mailto:techsupportinf%40acuitybrands.com?subject=
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CPBOL CA
Chesapeake Cast Aluminum Bollard

Catalog Number

Notes Type

SPECIFICATIONS

General Description
The bollard shall be cast aluminum construction with a classic decorative base and body.

Materials
•	 The bollard and top shall be heavy wall, cast aluminum 

produced from certified ASTM 356.1 ingot per ASTM B175 
or ASTM B26. 

•	 The castings shall be formed true to the pattern with 
complete detail. 

•	 All exposed hardware shall be tamper resistant stainless steel. 
•	 Anchor bolts to be completely hot dip galvanized.
•	 Utilize a polyester powder coat paint to ensure maximum 

durability
•	 Rigorous multi-stage pre-treating and painting process 

yields a finish that achieves a scribe creepage rating of 8 
(per ASTM D1654) after over 5,000 hours exposure to salt 
fog chamber (operated per ASTM B117) on standard and 
RAL finish options.

•	 RAL (RALxxxxSDCR) paint colors are Super Durable Corrosion 
Resistant, 80% gloss.

Construction
•	 The non-lighted bollard shall be made from a one-piece 

casting with the cast dome top welded to the top. 
•	 All exposed welds shall be ground smooth. All welding shall 

be per ANSI/AWS D1 .2-90. All welders shall be certified per 
Section 5 of ANSI/AWS D1 .2-90.

Dimensions
•	 The non-lighted bollard shall be 3'-6.5" in height with an 

18.5" diameter base, a 7.75" diameter shaft, and a 5.5" 
tall dome top.

Installation
•	 The bollard shall be provided with four 3/4" diameter, hot 

dip galvanized L-type anchor bolts to be installed on a 13" 
bolt circle. 

•	 Two doors shall be provided in the base for anchor access.

Warranty
1 Year Limited. This is the only warranty provided and 
no other statements in this specification sheet create 
any warranty of any kind.  All other express and implied 
warranties are disclaimed. Complete warranty terms located 
at: www.acuitybrands.com/support/warranty/terms-and-
conditions

Note: Actual performance may differ as a result of end-user 
environment and application.
Specifications subject to change without notice.

Important Installation Notes:
•	 Factory-supplied templates must be used when setting 

anchor bolts. Acuity Brands Lighting will not accept claim 
for incorrect anchorage placement due to failure to use 
factory template.

•	 Acuity Brands Lighting is not responsible for the foundation 
design.

Series Material Top Style Finish Options

CPBOL Chesapeake Bollard, 
18" Dia. Base

CA Cast aluminum DTN Dome top for  
non-lighted ballard

BK Black

BZ Bronze

CMC Customer matching color

CTBS Standard color to be selected

DB Dark Blue

GN Green

GH Graphite

GR Gray

PP Prime Painted

RALxxxxSDCR RAL Super Durable Corrosion Resistant, 
80% Gloss Paint, replace xxxx with 
RAL number.

SL Silver

WH White

EB35X 1 Eyebolt (for chain by others)
DBB Factory Attached Direct Burial Base
FGB Receptacle in base with wet location 

cover.

NOTES 
1.	 3 35 = Eyebolt height in inches from grade level 

Y = Orientation by code (A,B, C or D) 
A = 0 degrees  (Handhole at 0 degrees) 
B = 90 degrees counterclockwise 
C = 180 degrees counterclockwise 
D = 270 degrees counterclockwise

Accessories: Order as separate catalog number. 

ADBB2 R5 Direct burial base.
AB-31-4 Anchor bolts
TMP-87 Template

 

ORDERING INFORMATION	 Example:  CPBOL CA DTN BK

http://www.holophane.com
mailto:techsupportinf%40acuitybrands.com?subject=
http://www.acuitybrands.com/support/warranty/terms-and-conditions
http://www.acuitybrands.com/support/warranty/terms-and-conditions
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CPBOL CA
Chesapeake Cast Aluminum Bollard

DIMENSIONAL DATA

5.5"

37"

Ø18.5"

5" x 7" x 3" H.
Door Opening for

Anchorge and
Wiring Access
(2 per bollard)

Eyebolt
(optional)

DTN Dome Top for
Non-Lighted Bollard

DTL Dome Top
for Lighted Bollard

10"
Ø8" Acrylic Lens

Porcelain Socket

H.I.D Ballast
Components Ø 7.75"

(4) 1/4" Sock.
Set Screws

Low Brightness
Reflector 

ANCHORAGE GUIDE

3"

Ø 3/4" Hot Dip
Galvanized L-type
Anchor Bolts (4 per bollard)9.2"

10" Dia.
Opening

13" Dia.
Bolt Circle

Door
Opening

http://www.holophane.com
mailto:techsupportinf%40acuitybrands.com?subject=


This drawing is the confidential property of Canterbury Designs, and the recipient agrees not to 
copy or disclose this drawing to any unauthorized person, or to use the drawing for any purpose 
other than that for which it is specifically furnished, without Canterbury’s written permission.

Material Options:
 ˃100% recycled cast gray iron
 ˃Cast aluminum

Finish Options:
 ˃Natural raw (standard for cast iron)
 ˃Polyester powder coat (specify color)

 ˃ Breakout rings to expand opening at 19", 23", 30"
 ˃ Slot opening: 3/8" in compliance with ADA guidelines
 ˃ Fits Canterbury 6' sq. angle steel frame
 ˃ Optional lightports  as shown
 ˃All dimensions nominal

5632 W. Washington Blvd. │ Los Angeles, CA 90016 | 323.936.7111
Website: www.canterbury-designs.com │ E-mail: info@canterbury-designs.com

French Tree Grate - 6' Square
TGFR-6-SQ

Plan View

Sectional View
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CONTRACTOR TO PROVIDE AND INSTALL GRATES AND 
TREES.
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In Process

VictoriaSeries RecycleDesign™

VictoriaSeries  |  Seat

Specification Options

Powder Coat Colors 
o Standard Gloss
o Standard Matte
o Custom Color

HDPE Colors
o Custom

Length Options
o Custom  (Max. 96" Span)
o Link Kit -96,120,144,192

Center Arm Kit
Seat Link Kit
Surface Mount Hardware

o Brown
o Green
o Charcoal
o Black
o Red

o Gray
o Cedar
o Weathered

o 48" - VIC.SE.048
o 60" - VIC.SE.060 (1 CA)
o 72" - VIC.SE.072 (1 CA)
o 96" - VIC.SE.096 (2 CA)
o 9880 - o 1  o 2
o Seat Link Kit
o 9300-004-INST

24

17

24.5
31

(The 72" Seat is Illustrated)

*Asterisk categories must be selected 

*

*

*
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In Process

VictoriaSeries RecycleDesign™

VictoriaSeries  |  32G Recycle Bin

Specification Options

Powder Coat Colors 
o Standard Gloss
o Standard Matte
o Custom /Specify

HDPE Colors
o Custom/Specify

Cover Options
The 9932 Liner and Magnetic 
Latch are Included Features

Additional Liner
Additional Combo Liner
Surface Installation
Key Lock Option
Dome Opening Spring Door
Dome Opening Flap

o  Brown
o  Green
o  Charcoal
o  Black
o  Red

o  Gray
o  Cedar
o  Weathered
o  VIC.WR.032.DOM.SM
o  VIC.WR.032.FLA.SM 
o  VIC.WR.032.DOM.	  	
     COMBO.SM
o  9932 32G Plastic Liner
o  99XX 2X2 Plastic Liner
o  9300-004-INST 
o  VIC.WR.KEY.LOC
o  VIC.WR.OPG.DOR
o  VIC.WR.OPG.FLP

28.7

10" Opening

28.7

27

22

39.5
33.7

Flat CoverDome Cover

#9932 Liner

Single or Double Bin Option can be Specified

*Asterisk categories must be selected 

*

*

*
9932 32G Liner 99xx 2X 16G Liner

The combo "half cylinder" 
liner enables sorting of waste 
types. The top cover will have 
partitioned openings.



Concrete Planter 
with Seat
36” x 36”x 18”
WS118 
$1,146

PROW PLANTER
30” dia. x 24”H
WS124
$1,088

ROUND PLANTER
Size: 48” x 36”
TF4124
$954

Round Concrete 
Planter
TF4007
$1,0660

CONCRETE SITE FURNISHINGS

Concrete Ribbed Trash 
30” dia. x 42” 
Color Option:  “W ”
SL100
$1,271

Concrete Trash
24” Dia x 44”  
31 gal. liner included. 
Color Options: “E” 
or “W”
TF1100
$621

Optional built in snuffer.
Size: 20” sq. x 43” H
Color Options: “E” or “W”
* OPTIONAL SNUFFER 
TF2094 	 $51
* OPTIONAL LINER TF1610 
TF1016	 $504

With steel access door in 
rear. 45 gal. liner included.
Size: 24” x 26” x 52”   
Color Options: “E” or “W”
TF1029
$1,110
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PRODUCT 
ADVANTAGES
•Full fiber or rebar
caging for superior
strength and durability
in concrete containers
•Many include a
polyethylene liner that
simplifies trash
removal and cleanup
•Choose from our
palette of captivating
colors or customize
your own

Concrete Trash 
Receptacle with Drive 
Thru Plastic Top 
TF1021
$571

Concrete Trash Receptacle 
with Push-Door Plastic Top 
TF1170
$701

Concrete Gridded Wall 
Trash Receptacle with 
Aluminum Top WS101
$1,685

Concrete Trash Receptacle 
with Aluminum Ash-n-Trash 
Top TF1086
$680

Concrete Boca Raton 
Trash Receptacle 
with Aluminum top 
WS1041
$715

Concrete Trash Receptacle 
with Aluminum Top 
TF1045
$1,479

Concrete Trash 
Receptacle with 
Aluminum Top 
TF1082
$755

Concrete Trash Receptacle 
with Pitch-In Plastic Top 
TF1025
$548

74
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Concrete Planter
Size: 24” dia. x 17” H
Color Options: “E” or “W”
TF4075 	 $474 

Senora Concrete 
Planter 
TF4045
$395

Spherical Concrete 
Planter
WS111
$1,079

Concrete Prairie 
Trash Receptacle 
with Aluminum Lid 
SL102
$579

Concrete Trash 
Receptacle 
20”x20”x43” with 
Push-Door Plastic 
Top TF1015
$520

Colonial Square 
Concrete Planter 
TF4184
$401



COLORS AND FINISHES
CONCRETE SITE FURNISHINGS

Quiet Creek,
Light Etched

Quiet Creek,
Medium Etched

GROUND & POLISHED

Colorama,
Light Etched

Colorama,
Medium Etched

FOUNTAINS
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Primarily found on pages 62-63
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B21  Afomosia B22  Ipe B2 Iroko

WEATHERSTONE

W26  CharcoalW33  Misty Gray W21  BuffW25  Brown W24  Brick W23  Gray W22  SandW30  StarW31  FogW38  Night W20  White

ACID WASHED

A26  CharcoalA33  Misty Gray A21  BuffA25  Brown A24  Brick A23  Gray A22  SandA30  StarA31  FogA38  Night A20  White

G26  CharcoalG33  Misty Gray G21  BuffG25  Brown G24  Brick G23  Gray G22  SandG30  StarG31  FogG38  Night G20  White

EXPOSED

E26  CharcoalE33  Misty Gray E21  BuffE25  Brown E24  Brick E23  Gray W22  SandE30  StarE31  FogE38  Night E20  White

E22  Sand

58  Beige Granite57  Red Granite 56  Gray Granite 144  Black Granite139  White Granite

POWDER
COAT

P
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A
S
T
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W
O
O
D

Powder Coats

Stone Color Options & Finishes
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